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STANDALONE RADIO FREQUENCY
WIRELESS DEVICE HAVING DATA
ACQUISITION CAPABILITIES

RELATED PATENT APPLICATION

This application claims priority to commonly owned U.S.
Provisional Patent Application Ser. No. 61/492,535; filed Jun.
2, 2011; entitled “Standalone Radio Frequency Transceiver
Having Data Acquisition Capabilities,” by Michael Sim-
mons, Yifeng Yang, Steven R. Bible and Péter Szilveszter
Kovacs; which is hereby incorporated by reference herein for

all purposes.
TECHNICAL FIELD

The present disclosure relates to radio frequency repeaters
and wireless nodes, and, more particularly, to standalone
radio frequency wireless repeaters and data-acquisition
nodes.

BACKGROUND

A typical wireless node includes a radio frequency (RF)
transceiver and a host microcontroller unit (MCU) or pro-
grammable logic to control the RF transceiver. Requiring a
MCU or programmable logic in combination with the RF
transceiver increases cost to manufacture, device board or die
space, and shortens battery operating life because of
increased power demand of the MCU (or programmable
logic) in combination with the RF transceiver.

SUMMARY

What is needed is an inexpensive and low-power demand
RF wireless device having data acquisition capabilities that
may be used for simple applications such as a standalone
repeater or as a standalone data acquisition node without
requiring a MCU.

According to an embodiment. a wireless data acquisition
device may comprises: a radio frequency transceiver; a sensor
external connection; a receive analog-to-digital converter
(ADC); an analog signal multiplexer having a first input
coupled to the sensor external connection, a second input
coupled to an analog output of the radio frequency trans-
ceiver, and an output coupled to the receive ADC; a transmit
digital-to-analog converter (DAC) coupled to an analog input
of'the radio frequency transceiver; baseband signal decoding
and encoding logic coupled to an output of the receive ADC
and an input of the transmit DAC, respectively; media access
control (MAC) logic coupled to the baseband signal decoding
and encoding logic; a communications interface coupled to
the MAC logic and to one of a plurality of external connec-
tions; a state machine coupled to the radio frequency trans-
ceiver, baseband signal decoding and encoding logic, the
MAC logic, and a control input of the analog signal multi-
plexer; and configuration storage coupled to the state machine
and to another one of the plurality of external connections;
wherein the state machine uses configuration information
stored in the configuration storage to configure operation of
the radio frequency transceiver, baseband signal decoding
and encoding logic, and the MAC logic.

According to a further embodiment, a timer may be
coupled to the state machine. According to a further embodi-
ment, the configuration storage is selected from the group
consisting of non-volatile memory, one-time programmable
(OTP) memory, and electrically erasable programmable read
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only memory (EEPROM). According to a further embodi-
ment, the communications interface comprises a serial
peripheral interface (SPI). According to a further embodi-
ment, the communications interface is selected from the
group consisting of an inter-integrated circuit (I>C) interface,
and a universal asynchronous receiver/transmitter (UART).
According to a further embodiment, the state machine wakes
up the radio frequency transceiver from a low power sleep
mode when a signal is detected at the sensor external connec-
tion. According to a further embodiment, the state machine
wakes up the radio frequency transceiver from a low power
sleep mode when a wake-up signal is asserted from the timer.

According to a further embodiment, a received signal
strength indicator analog-to-digital converter (RSSIADC) is
provided. According to a further embodiment, a second ana-
log signal multiplexer is coupled between the RSSIADC and
another sensor external connection is provided. According to
a further embodiment, configuration data is stored in the
configuration storage. According to a further embodiment,
the configuration data is selected from one or more of the
group consisting of a channel frequency, a data rate, a data
acquiring period, an identification, and a wake-up interval.
According to a further embodiment, a repeater function is
provided wherein the radio frequency transceiver receives
data and then retransmits the received data.

According to a further embodiment, an interrupt input of
the state machine is coupled to a yet another one of the
plurality of external connections, wherein when an interrupt
signal is received at the interrupt input of the state machine the
analog signal multiplexer couples the sensor external connec-
tion to the input of the receive ADC, the receive ADC converts
a sample of a signal from the sensor external connection to a
digital value representative thereof, and then the radio fre-
quency transceiver transmits the digital value.

According to another embodiment, a wireless data repeater
device may comprise: a radio frequency transceiver; a receive
analog-to-digital converter (ADC) coupled to an analog out-
put of the radio frequency transceiver; a transmit digital-to-
analog converter (DAC) coupled to an analog input of the
radio frequency transceiver; baseband signal decoding and
encoding logic coupled to an output of the receive ADC and
an input of the transmit DAC, respectively; media access
control (MAC) logic coupled to the baseband signal decoding
and encoding logic; a communications interface coupled to
the MAC logic and to one of a plurality of external connec-
tions; a state machine coupled to the radio frequency trans-
ceiver, baseband signal decoding and encoding logic, the
MAC logic, and a control input of the analog signal multi-
plexer; and configuration storage coupled to the state machine
and to another one of the plurality of external connections;
wherein the state machine uses configuration information
stored in the configuration storage to configure operation of
the radio frequency transceiver, baseband signal decoding
and encoding logic, and the MAC logic.

According to a further embodiment, the configuration stor-
age is selected from the group consisting of non-volatile
memory, one-time programmable (OTP) memory, and elec-
trically erasable programmable read only memory (EE-
PROM). According to a further embodiment, the state
machine wakes up the radio frequency transceiver from a low
power sleep mode when a data signal is received and then the
radio frequency transceiver retransmits received data signal.
According to a further embodiment, configuration data is
stored in the configuration storage. According to a further
embodiment, the configuration data is selected from one or
more of the group consisting of a channel frequency, a data
rate, an identification, and a wake-up interval.
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BRIEF DESCRIPTION OF THE DRAWINGS

A more complete understanding of the present disclosure
may be acquired by referring to the following description
taken in conjunction with the accompanying drawings
wherein:

FIG. 1 illustrates a schematic block diagram of a typical
prior art wireless device architecture used with a microcon-
troller unit (MCU); and

FIG. 2 illustrates a schematic block diagram of a standal-
one wireless device architecture not requiring a microcontrol-
ler unit (MCU), according to a specific example embodiment
of this disclosure.

While the present disclosure is susceptible to various modi-
fications and alternative forms, specific example embodi-
ments thereof have been shown in the drawings and are herein
described in detail. It should be understood, however, that the
description herein of specific example embodiments is not
intended to limit the disclosure to the particular forms dis-
closed herein, but on the contrary, this disclosure is to cover
all modifications and equivalents as defined by the appended
claims.

DETAILED DESCRIPTION

A microcontroller unit (MCU) may be defined as a host
microcontroller or programmable logic having non-volatile
program memory. The MCU’s tasks may be taken over by a
minimal addition of logic implemented in the RF transceiver
logic, according to the teachings of this disclosure. By elimi-
nating the MCU, energy consumption is lowered, e.g., an
MCU may consume 30-50% percent of total energy in a
typical wireless node. A standalone RF wireless device can
operate faster without the overhead of being controlled by the
MCU. All of these factors benefit battery life (e.g., battery life
may be doubled).

The standalone RF wireless device may also be used as
standalone repeater to forward a received message to extend
the range of a wireless network, and is a cost sensitive appli-
cation such as the standalone repeater. Leaf nodes of a Wire-
less Sensor Network (WSN), e.g., largest number of nodes in
the WSN are also a cost sensitive application. A leaf node is
used to periodically transmit acquired sensor data.

Referring now to the drawing, the details of a specific
example embodiment is schematically illustrated. Like ele-
ments in the drawings will be represented by like numbers,
and similar elements will be represented by like numbers with
a different lower case letter suffix.

Referring to FIG. 1, depicted is a schematic block diagram
of a typical prior art wireless device architecture used with a
micro-control unit (MCU). The wireless device may com-
prise a radio frequency transceiver 102, a receive analog-to-
digital converter (ADC) 104, a received signal strength indi-
cator (RSSI) ADC 106, transmit digital-to-analog converter
(DAC) 108, a state machine 110, baseband (BB) decoding
(receive) and encoding (transmit) logic 112, media access
control (MAC) logic 114, a communications interface 116,
e.g., serial peripheral interface (SPI) and/or an inter-inte-
grated circuit (I°C) interface(s), and a plurality of input-out-
put (VO) connections 118. The MCU 120 is coupled to the
transceiver atan 1/0O connection 118 and communicates there-
with through the communications interface 116. The MCU
120 controls the operation of the wireless transceiver with a
program stored in a non-volatile memory (not shown) of the
MCU 120. The wireless device may be fabricated on an
integrated circuit 124 and the RF transceiver 102 is coupled to
an antenna 122. Using the MCU 120 and non-volatile
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memory (not shown) requires power and thus reduces battery
operating time that could otherwise be used to extend the
operation of the wireless transceiver.

Referring now to FIG. 2, depicted is a schematic block
diagram of a standalone wireless device architecture not
requiring a micro-control unit (MCU), according to a specific
example embodiment of this disclosure. The standalone wire-
less device may comprise a radio frequency transceiver 102,
a receive analog-to-digital converter (ADC) 104, a received
signal strength indicator (RSSI) ADC 106, transmit digital-
to-analog converter (DAC) 108, a state machine 210, base-
band (BB) decoding (receive) and encoding (transmit) logic
112, media access control (MAC) logic 114, a communica-
tions interface 116, e.g., serial peripheral interface (SPI) and/
or an inter-integrated circuit (1°C) interface(s), and a plurality
of input-output (I/0) connections 118. In addition, an analog
multiplexer 238, a MCU-less state machine 232 and a timer
234 may be added to the aforementioned functions of the
wireless transceiver to make it MCU independent. The analog
multiplexer 238 has a control input (not shown) coupled to
and is controlled by the MCU-less state machine 232. Con-
figuration storage 230 may be programmed used during
manufacture of the wireless transceiver or in the field and
programmed for specific applications. The MCU-less state
machine 232 may use the configuration programmed into the
configuration storage 230.

A configuration for the MCU-less wireless transceiver may
be stored in the configuration storage 230 and may be, for
example is but not limited to, various radio parameters, e.g.,
channel frequency, data rate, data acquiring period, identifi-
cation, wake-up interval, etc., through the use of external the
connections 118, on-chip non-volatile memory (not shown),
etc. The MCU-less RF device may use any one or more of the
input/output (I/O) connections 118 (hardware configuration),
on-chip one-time programmable (OTP) memory (not shown),
and/or off-chip electrically erasable programmable read only
memory (EEPROM) (not shown) with a SPI/I>C/etc. com-
municating master (not shown).

External sensor/transducer/etc., data acquisition may be
done with either or both of the receive and/or RSSIADCs 104
and/or 106 (not required for repeater applications). Using the
ADC (receive or RSSI ADC) through the multiplexer 238 will
increase accuracy and performance with an existing on-chip
ADC internal to the RF transceiver integrated circuit and add
the ability to sample from an external connection 236. Since
transmitting acquired data is the primarily interest, re-using
the receive ADC 104 and/or the RSSI ADC 106 will not
present a problem for application and operation of the MCU-
less RF transceiver described herein.

The function of the timer 234 may be simple or complex
and provides the ability to periodically wake up on-chip logic
(e.g., state machines 210 and/or 232) of the MCU-less RF
transceiver for the purpose of data acquisition from an exter-
nal (off-chip) source and subsequent data transmission from
the wireless transceiver. This represents a “polling” mode of
data acquisition, useful for acquiring measurements of tem-
perature, pressure, fluid level, etc., that may be sampled peri-
odically and the values thereof broadcast to the WSN (not
required for repeater applications). RF transceivers generally
have a sleep timer present that may also be used for sampling
of an external sensor (analog or digital).

External wake-up input (not explicitly shown in FIG. 2 but
is contemplated herein and may be part of the MCU-less state
machine 232) would allow an off-chip source to specify when
data is ready to be acquired, rather then relying upon the
wake-up timer 234. This represents an “interrupt” mode of
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data acquisition, useful for data acquisition based upon an
event, e.g., wake-up and acquire data when a door is opened.

The MCU-less state machine 232 performs a predefined set
of steps, which may be particular to a radio protocol, such as
wake-up, then acquire the data, then format the data into a
frame format, then transmit the frame containing the data,
then go back to sleep (low power mode). The packet format(s)
is determined in the hardware logic of the RF transceiver and
is not easily modified once the logic is designed.

The data acquisition interface, e.g., RX ADC 104 shown in
FIG. 2, may comprise one or more “standard” interfaces to
off-chip sources, such as for example but is not limited to an
analog interface (ADC) and/or a digital interface (I°C, SPI,
universal asynchronous receiver/transmitter (UART), etc.).
Control of the data acquisition interface may be performed by
the MCU-less state machine 232. As shown in FIG. 2, reuse of
an existing ADC (receive ADC 104 or RSST ADC 106) may
be used to implement an analog acquisition interface without
having to implement additional hardware by merely adding
the multiplexer 238 between the ADC 104 or 106 and the
external analog input at connection 236.

The standalone wireless device shown in FIG. 2 may be
fabricated on an integrated circuit die 224 and packaged in an
integrated circuit package (not shown). An antenna 122 is
coupled to the RF transceiver 102.

While embodiments of this disclosure have been depicted,
described, and are defined by reference to example embodi-
ments of the disclosure, such references do not imply a limi-
tation on the disclosure, and no such limitation is to be
inferred. The subject matter disclosed is capable of consider-
able modification, alteration, and equivalents in form and
function, as will occur to those ordinarily skilled in the per-
tinent art and having the benefit of this disclosure. The
depicted and described embodiments of this disclosure are
examples only, and are not exhaustive of the scope of the
disclosure.

What is claimed is:

1. A wireless data acquisition device, comprising:

a radio frequency transceiver;

a sensor external connection;

a receive analog-to-digital converter (ADC);

an analog signal multiplexer having a first input coupled to
the sensor external connection, a second input coupled
to an analog output of the radio frequency transceiver,
and an output coupled to the receive ADC;

atransmit digital-to-analog converter (DAC) coupled to an
analog input of the radio frequency transceiver;

baseband signal decoding and encoding logic coupled to an
output of the receive ADC and an input of the transmit
DAC, respectively;

media access control (MAC) logic coupled to the baseband
signal decoding and encoding logic;

a communications interface coupled to the MAC logic and
to one of a plurality of external connections;

a state machine coupled to the radio frequency transceiver,
baseband signal decoding and encoding logic, the MAC
logic, and a control input of the analog signal multi-
plexer;

configuration storage coupled to the state machine and to
another one of the plurality of external connections;

wherein the state machine uses configuration information
stored in the configuration storage to configure opera-
tion of the radio frequency transceiver, baseband signal
decoding and encoding logic, analog signal multiplexer
and the MAC logic, the state machine being used in
place of a microcontroller;

a timer coupled to the state machine.

10

15

20

25

30

35

40

45

50

55

60

65

6

2. The wireless data acquisition device according to claim
1, wherein the configuration storage is selected from the
non-transitory memory group consisting of non-volatile
memory, one-time programmable (OTP) memory, and elec-
trically erasable programmable read only memory (EE-
PROM).

3. The wireless data acquisition device according to claim
1, wherein the communications interface comprises a serial
peripheral interface (SPI).

4. The wireless data acquisition device according to claim

1, wherein the communications interface is selected from the
group consisting of an inter-integrated circuit (I>C) interface,
and a universal asynchronous receiver/transmitter (UART).

5. The wireless data acquisition device according to claim

1, wherein the state machine wakes up the radio frequency
transceiver from a low power sleep mode when a signal is
detected at the sensor external connection.

6. The wireless data acquisition device according to claim

1, wherein the state machine wakes up the radio frequency
transceiver from a low power sleep mode when a wake-up
signal is asserted from the timer.

7. The wireless data acquisition device according to claim

1, further comprising a received signal strength indicator
analog-to-digital converter (RSSI ADC).

8. The wireless data acquisition device according to claim

7, further comprising a second analog signal multiplexer
coupled between the RSSI ADC and another sensor external
connection.

9. The wireless data acquisition device according to claim

1, wherein configuration data is stored in the configuration
storage.

10. The wireless data acquisition device according to claim

9, wherein the configuration data is selected from one or more
of the group consisting of a channel frequency, a data rate, a
data acquiring period, an identification, and a wake-up inter-
val.

11. The wireless data acquisition device according to claim

1, further comprising a repeater function wherein the radio
frequency transceiver receives data and then retransmits the
received data.

12. The wireless data acquisition device according to claim

1, further comprising an interrupt input of the state machine
coupled to a yet another one of the plurality of external
connections, wherein when an interrupt signal is received at
the interrupt input of the state machine the analog signal
multiplexer couples the sensor external connection to the
input of the receive ADC, the receive ADC converts a sample
of a signal from the sensor external connection to a digital
value representative thereof, and then the radio frequency
transceiver transmits the digital value.

13. A wireless data repeater device, comprising:

a radio frequency transceiver;

a receive analog-to-digital converter (ADC) coupled to an
analog output of the radio frequency transceiver;

a transmit digital-to-analog converter (DAC) coupled to an
analog input of the radio frequency transceiver;

baseband signal decoding and encoding logic coupled to an
output of the receive ADC and an input of the transmit
DAC, respectively;

media access control (MAC) logic coupled to the baseband
signal decoding and encoding logic;

a communications interface coupled to the MAC logic and
to one of a plurality of external connections;

a state machine coupled to the radio frequency transceiver,
baseband signal decoding and encoding logic, the MAC
logic, and a control input of the analog signal multi-
plexer; and
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configuration storage coupled to the state machine and to
another one of the plurality of external connections;

wherein the state machine uses configuration information
stored in the configuration storage to configure opera-
tion of the radio frequency transceiver, baseband signal 5
decoding and encoding logic, analog signal multiplexer
and the MAC logic, the state machine being used in
place of a microcontroller; and

a timer coupled to the state machine.

14. The wireless data repeater device according to claim 10
13, wherein the configuration storage is selected from the
non-transitory memory group consisting of non-volatile
memory, one-time programmable (OTP) memory, and elec-
trically erasable programmable read only memory (EE-
PROM). 15

15. The wireless data repeater device according to claim
13, wherein the state machine wakes up the radio frequency
transceiver from a low power sleep mode when a data signal
is received and then the radio frequency transceiver retrans-
mits received data signal. 20

16. The wireless data repeater device according to claim
13, wherein configuration data is stored in the configuration
storage.

17. The wireless data repeater device according to claim
16, wherein the configuration data is selected from one or 25
more of the group consisting of a channel frequency, a data
rate, an identification, and a wake-up interval.
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